
 

 

 

 

 Introduction 
This is designed in accordance with ISO14443A standard to read  
the contact less smart card. It is designed for low cost and high  
security as well as convenience and reliability.  

 

 Features 
1. Lower cost with effective performance. 
2. Compact size. 
3. High speed data transfer. 

 
 Specification  

Dimensions  64 (L) x 38 (W) x 10(H) mm  

Net Weight  10.7g 5% 

Card Mifare 14443A 

Operation frequency 13.56MHz 

Reading range 4±1cm 

Interface USB 

Power requirements DC+5V 

Operating temperature -10℃ ~ 75℃ 

Storage temperature -10℃ ~ 85℃ 

 
 Wire configuration  

 

J2 

Pin No. Wire assignment 

1. Red +5V 

2. Yellow D- 

3. Green D+ 

4. Black GND 

 

 Transmission Rate 
 Baud rate : 9, 600 bps 
 Parity bit : none 
 Data bit : 8 
 Stop bit : 1 

 

Mifare module (UID) with antenna 

Model No. PIMF-02SN/U-STL 

Ver. 13.2(20130730) 
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 Dimension: Unit(mm / inch) 

 

 

 Application field 

 

 

 Packing list 
4 Pin connector x 1 

 

Specifications subject to change without notice for further modification. 
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